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SCS2600 should not be applied to aquariums or other structures, as fungicide leaching may occur.





LIMITATIONS





SCS 2600 is a one part, high modulus, fast cure, long skin time neutral cure sanitary silicone sealant. 


It resists mildew even when exposed to prolonged hot and humid environments. 





The sealant does not provide or maintain a nutrient surface for fungus. 


This sealant effectively seals around bathtubs, shower recess, wall fixtures, sinks, plus kitchen and bathroom fixtures.








1.03





SPECIFIC GRAVITY





-62c TO +180oC





5-7 DAYS





8- 10 min





+ 25%





1.7 MPa





28 SHORE A





NON SLUMP (0.1”)





Trans White Ivory.





Neutral - Ketoxime





SAG/SLUMP





OPERATING TEMPERATURE





CURE METHOD





CURE TIME 10MM  @ 25oC/50% RH





SKIN TIME @ 25oC/50% RH





DYNAMIC JOINT MOVEMENT





TENSILE STRENGTH 





COLOUR





HARDNESS (ASTM D2240)





VALUE





PROPERTY





TYPICAL PRODUCT DATA





SCS2600 SILICONE


NEUTRAL SILICONE SEALANT





Typical product data should not be used as specifications. Product specification sheets are available upon request from GE Plastics (AUST) PTY LTD.





SPECIFICATIONS





 NON SLUMP


 MILDEW RESISTANT


 ONE PART READY TO USE


 FAST CURING


  OUTSTANDING WEATHERABILITY


 EXCELLENT ADHESION





KEY PERFORMANCE PROPERTIES





SCS2600 has excellent adhesion to glass, ceramics, aluminium, masonry, stone, concrete, most metals and many plastics.  





APPLICATIONS











DESCRIPTION





Sanitary








Sealant Volume Calculator.





Number of 


300gm Cartridges =Joint Width (mm) X Joint Depth (mm) X Joint Length (meter) X 1.15


                                                                 Divided by 292.


                                                                                    


                                                                                                        Note 1.15 Allows for 15% wastage.


                                                                                                          Joints are assumed rectangular








Contact with uncured product will irritate. In case of eye contact immediately flush with water for 15 minutes and seek medical advice.





Use in well-ventilated area. Keep out of reach of children. Avoid contact with skin or clothing.





This product emits MethylethylKetoxime(meko) whilst curing.





Avoid contact with skin, eyes, and mouth, and avoid breathing vapour. Use in well-ventilated area. If in eyes, immediately flush with water for 15 minutes, if irritation persists seek medical attention. Remove contact lenses before using sealant. Do not handle lenses until all sealant has been removed from fingertips and nails. Residual sealant may remain on fingers for several days and transfer to lenses and cause eye irritation. Keep out of reach of children.











The shelf life of SCS 2600 is 12 months if stored


in a cool dry place. The storage temperature should not exceed 25oC as this will decrease 


shelf life.





STORAGE/SHELF LIFE





Sanitary Neutral


           SCS2600











WARNING





HEALTH AND SAFETY





Cut nozzle at 45o angle to desired bead width, and apply to substrate with sealant gun. 


Tooling time is 10 minutes.


Uncured sealant can be cleaned up with mineral turpentine. Some surfaces may need a primer. If so allow primer to dry before applying sealant. 





Use approved backing material for joints over 10mm deep. For a neat appearance use masking tape. Always remove masking tape before sealant has skinned over.





APPLICATION





Surfaces must be clean, dry and free of dirt, grease, oil, and water. Use methylated spirits or mechanical cleaning, do not use soap or detergent.


For plastics contact the manufacturer for a recommended cleaning solvent.


When used on remedial work all existing sealant must be removed.





Packaging





300grms Cartridge - Available in carton of 20


Product Packed in Australia. 








SURFACE PREPARATION








2
1

_1094392923.doc
[image: image1.png]@
&) GE Silicones




    Product Data


