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CCS SOLVENT 100

Information & Data Sheet

Product Name:

CCS Solvent 100

Product Description:
CCS Solvent 100 is a colourless flammable liquid with a boiling range of less than 5ºC and a flash point of 28ºC.

Recommended Uses:
CCS Solvent 100’s high aromaticity and controlled volatility make it desirable as a solvent, diluent or extender in alkyd, acrylic, lacquer and other coating formulae. 

CCS Solvent 100 is primarily used in the concrete industry for diluting the range of CCS Acrylic Sealers, for cleaning sealer application equipment and for treating previously sealed concrete surfaces in readiness for new sealer applications. 
Application Guidelines:
(a) Diluting Sealers

CCS Solvent 100 should be added to CCS Acrylic sealers at the ratio of one part Solvent to five parts Sealer,( i.e. add four litres to every 20 litres of sealer).

Stir solution until it is mixed.

It is only necessary to dilute the first coat of sealer that is being applied to the concrete. Under normal circumstances there is no need to dilute the subsequent coats of sealer.

(b) Repairing Sealer “Blushing”

Due to entrapment of moisture under the surface of recently 

applied coats of sealer an effect known as “sealer blushing” can occur. (This is similar to the phenomenon when one breathes on glass to create a fogging effect)

CCS Solvent 100 can be used to help the entrapped moisture  escape from underneath the sealer coating.

Application of solvent under these circumstances should be done by applying liberal amounts of the solvent to the affected areas. Allow the solvent to react with the sealer for approximately 30 seconds and then work it into the surface using a light rubbing motion with a broom.

For best results this procedure should be performed in the cooler parts of the day to enable the solvent to react on the coating prior to it evaporating. 

Allow the coating to dry and assess if the problem has been rectified.

Health and Safety
Based on available toxicology information, this product has few potentially adverse health effects when properly handled and used but it is a moderate eye and skin irritant and is estimated to be moderately toxic.

Impervious gloves must be worn if prolonged or repeated skin contact is likely and chemical type goggles should be worn.

Approved respiratory equipment must be used when vapours or mist concentrations exceed applicable standards.

The product is flammable and should be used in a well ventilated area. Equipment used should be explosion proof. Consult the Material Safety Data Sheet for further information.

Packaging
CCS Solvent 100 is available in 5 litre, 20 litre and 200litre drums.

